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200%
Enlarge 167%
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The additional thickness of proposed pavement required to match the bridge approach pavement, shown in Standard
420401, shall be included in the cost of the proposed pavement and not paid for separately.

At bridge expansion joints, if temporary expansion joint bulkheads are attached to adjacent deck slabs or abutments
for support, the Contractor shall cut the attachments as soon as the concrete has set to prevent joint damage due to
horizontal contraction or expansion.

The curb is required on the bridge approach pavement as shown on Standard 420401.

Reflector Markers Type B shall be installed on the top of bridge parapet walls. The markers shall be according to
Standard 635011 and the color and spacing according to Standard 635006, except the minimum is 2 per side.

Culvert & bridge flows must be maintained throughout the project. Normal flow shall be allowed to pass at the rate it
enters the jobsite. High flows shall be allowed to pass without causing damage to upstream properties.

The proposed pipes for entrances and side roads shall be placed in line with the existing or proposed ditch line.

‘Connecting bands for corrugated metal pipes shall be metal and shall be coated with the same material as the pipe

sections. The connecting bands shall be a minimum of 18" wide.

Noses of curbed corner islands noted as 1 & 2 on Highway Standard 606301 shall be ramped unless the curb function
is for the protection of pedestrians, signals; light standards or sign truss supports.

The Contractor shall install 450 mm (18") diameter formed openings in the Concrete Median Surface, spaced at
intervals no greater than 75 mm (250 feet), and/or as directed by the Engineer. ‘All existing pavement surfaces or
other existing obstructions beneath these openings shall be removed by the Contractor. After the median is in place,
core each opening down 1.2 m (4') and fill with dirt. All costs incurred shall be included in the contract unit price per
Square Meter (Square Foot) for MEDIAN (SPECIAL).

The excavated materials from earth excavation widening, grading and shaping ditches, and excavating and grading
shoulders shall be used to build up the shoulder throughout the job to conform with the typical sections and shoulder
widening for terminals as shown on the plans.

Embankment quantities for the construction of the Traffic Barrier Terminals as shown in the plans are included in
quantities for Earth Excavation. : ' '

The Contractor shall supply the Resident Engineef with the manufacturer's installation requirements for the type of
Steel Plate Beam Guardrail Terminal Type 1 Special (Tangent) or Steel Plate Beam Guardrail Terminal Type | Special
(Flared).

One 16d galvanized nail shall be used to toe nail the wood block out to the wood post on all Traffic Barrier Terminal
Type | Specials. :

Delineators shall be installed as shown in Standard 635001, except that the post shall be rotated 180° and only metal-
backed delineators shall be permitted. '

Delineators shall be placed at the ends of approach guardrail terminal sections, and at each headwall or end section of

AR Culverts. This work will be paid for at the contract unit price each for DELINEATORS.

Pavement Marking shall be done according to Standard 780001, except as follows:

1. All words, such as ONLY, shall be 2.4 m (8 feet) high:

2. All non-freeway arrows shall be the large size. ,

3 The distance between yellow no-passing lines shall be 200 mm (8"), not 180 mm (7") as shown in the
detail of Typical Lane and Edge Lines. '
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PERMANENT SURVEY MARKERS, TYPE II, shall be set at intervals of 1.6 Km (1 mile) or as directed by the
Engineer. Bridge or culvert projects shall have one survey marker placed near the structure. Estimated: 4 Each.

Permanent Survey Markers, Type |l shall be cast-in-place as shown on Highway Standard 667101.

The Contractor shall submit to the Engineer a description of location, elevation, and coordinates for each permanent
survey marker. The Engineer shall submit this information to the Survey Crew.

Work-on this project will be in progress at the same time as work on the structure located 2.83 miles at
Simpson Road & Prairie Road. Work on these projects shall be scheduled to keep interference between all
the projects to a minimum. The contractors shall inform each other of progress of the projects and give fair
warning to the other contractors when a problem might be encountered.

The Contractor shall be responsible for protecting utility property during construction operations as outlined in Article
107.31 of the Standard Specifications. A minimum of 48 hours advance notice is required for non-emergency work.
The JULIE number is 800-892-0123. The following listed utilities located within the project limits or inmediately
adjacent to the project construction limits are members of JULIE:

West Shore Pipeline Co. Commonwealth Edison Co.

Verizon AT&T

NICOR Gas Co. Rock River Water Reclamation Dist.
Insight Communications Norlight Telecommunications
Aldridge Electric

Following are the known utilities located within the project limits or inmediately adjacent to the project construction
limits which are not members of JULIE and shouid be notified individually by the contractor:

Mr. John Martin

Rockford Water Department
425 E. State Street
Rockford, IL 61104

Ph. 815/961-3766

Mr. Kyle Lorenz

lllinois Department of Transportation — Dist. 2
819 Depot Avenue

Dixon, IL 61021

Ph. 815/284-5469

The applicable portions of Article 105.07 of the Standard Specification shall apply except for the following: The
Contractor shall be responsible to locate the vertical depths of the underground utilities which may interfere with
construction operations. This work will not be measured or paid for separately, but shall be considered as included in
the unit bid price for the item of construction involved.

Per SB 699 (90 day utility relocation law), once right-of-way is clear to award the project, a notice will be sent to the
utility companies instructing them to have their facilities relocated within 90 days. Estimated date relocation complete
= Letting Date + 135 days. '

Tie bars shall be installed to tie PCC appurtenance to adjacent existing concrete pavement.

Tie the following
to the existing
concrete pavement

Length, size, and
spacing of Tie Bars

600 mm (24") long No. 20 (No. 6) @

Gutter or Curb & Gutter Std. 606001
600 mm (24") centers

PCC Base Course Std. 353001 600 mm (24") long No. 20 (No. 6) @
750 mm (30") centers

PCC Pavement Std. 420101 600 mm (24") long No. 20 (No. 6) @

750 mm (30") centers
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